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DARWIN-S18 
 
Apron Parking at the Terminal (applicable to all Domestic and International operations) 
Seventeen parking positions are available for allocation: 
 
17 parking positions are available for allocation:  
 
2 positions up to 744 size 
1 position up to 763 size 
13 positions up to 320/73H size  
1 position up to 717 size 
 
Note: 4 of the 320/73H positions are not equipped with in-ground fuel hydrant system 
 
Apron occupancy buffer 15 minutes 
 
Domestic aircraft that have an allocation for an International apron position cannot accrue 
historic precedence. 
  
Maximum International Passenger Arrival Rate 
 
Aircraft     Separation before next Arrival 
 
     Category 1        Category 2 
 
Aircraft up to 210 seats     15 mins  10 mins 
Aircraft up to 300 seats     20 mins  15 mins 
Aircraft up to 400 seats   45 mins  30 mins 
Aircraft in excess of 400 seats  60 mins  45 mins 
 
Category 1:  Terminating services with no other Australian port of call 
Category 2:  Terminating services with another Australian port of call, 
  transit and/or transfer services 
 
Maximum Passenger International Departure Rate 
 
Aircraft     Separation before next Departure 
 
     Category 1  Category 2 
 
Aircraft up to 210 seats   10 mins   10 mins 
Aircraft up to 300 seats    20 mins   10 mins 
Aircraft up to 400 seats    30 mins   15 mins 
Aircraft in excess of 400 seats   120 mins   60 mins 
Domestic Legs      -     20 mins 
 
Category 1:  Originating services with no other Australian port of call 
Category 2: Originating services with another Australian port of call, 
  transit and/or transfer services 
 
Local Time: UTC +9:30 
 


